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ES 100 KE 
Product Sheet

Type 2-way component kit

Maximum power 120W

Nominal power 60W RMS

Sensitivity (2.83V/1m) 90dB

Frequency response 110Hz – 22kHz

Impedance 4Ω

Cone K2 Sandwich

Midrange 4" (100mm)

Voice coil diameter 3/4" (20mm)

Depth 11/2" (39mm)

Magnet Neodymium

Surround TMD®

Tweeter 'M'-profile

Crossover 12/12dB (3.5kHz)

K2 Cone in aramid fibre
The K2 sound “signature”, 

high performance, 
dynamic and precise

Engraved serial number 
Certificate of authenticity

TMD® surround 
(Tuned Mass Damper) profile
Patented technology, 
low distortion for perfect 
cone control

Aluminium frame
Rigid, non-magnetic 
and exclusive 
profile for better 
excursion

TKME Tweeter 
• K2 cone 
with inverted dome 
and 'M'-profile
• Better sound 
dispersion, precise 
and sweet
• Three installation 
options: 
factory location,
flush, angled bracket

Key points
• Made in France in the Focal workshops
• K2 Cone
• Robust design and high quality materials
• Exceptional power handling
• Aluminium grilles included

The fourth generation of K2 Power kits, with their emblematic aramid fibre cone, remain true to the precious 
and distinctive K2 DNA. The speaker drivers combine performance, power and style, whilst including patented 
innovations to deliver the very best. Designed, developed and manufactured in our workshops in France, the 
2-way component kit ES 100 KE takes in-car listening to another level. 

Compact crossover
Simple assembly 

and settings
0/+3/-3dB/oct.

Progressive profile spider
Increases the linearity, 

precision and 
and dynamics


